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Hydraulic / Servo (opt.)
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L.K. MACHINERY

400 kg(HT-400) and 600 kg(HT-500)
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L.K. MACHINERY

FANUC α15 FANUC α22

HT-400/HT-500 HT-630/HT-800

Power Chart

Tool Change time

Marketing Synergy

HT-400/500 ( 60 Tools ) 4 SEC (T-T) 12 SEC (C-C)

HT-630/800 ( 60 Tools ) 5 SEC (T-T) 14 SEC (C-C)
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HT-630 HT-800

W 630 800

X 125 160
Y 630 800
Z 24-M16 24-M16

Maximum diameter 
of workpiece

Ø630 mm

600 mm

400 kg

Maximum height 
of workpiece

Maximum height 
of workpiece

Maximum height 
of workpiece

Maximum height 
of workpiece

Maximum loading 
weight of pallet

Maximum loading 
weight of pallet

Maximum loading 
weight of pallet

Maximum loading 
weight of pallet

Maximum diameter 
of workpiece

Ø700 mm

700 mm

600 kg

Machining area
HT-400 HT-500

Ø1000 mm

1000 mm

Unit:mm

Unit:mm

1200 kg

Maximum diameter 
of workpiece

Ø1300 mm

1200 mm

2000 kg

Maximum diameter 
of workpiece

HT-630 HT-800

Pallet dimension

Pallet dimension
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L.K. MACHINERY
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HT-630

HT-800

HT-400/HT-500

●   Fanuc 0i-MF
●   CTS
●   Spindle Tool Change Air Blow
●   Water Curtain
●   Coolant Flush System
●   Separate Hand Weel (MPG)
●   Full Chip Enclosure
●   Heat Exchanger

●   Mitsubishi M80 / 15" LCD Screen
●   Siemens 828D
●   DDS 6,000/8,000/10,000rpm(HT-630/800)
●   DDS 12,000/15,000rpm(HT-400/500)
●   Built-in 10,000/12,000rpm(HT-630/800)
●   Built-in 15,000rpm(HT-400/500)
●   Chain Type (Servo) 60 tools(HT-400/500)
●   Chain Type (Servo) 90/120 tools
●   CTS 40/70Bar
●   Automatic Tool Length

Model Unit HT-400 HT-500 HT-630 HT-800
CNC Control System - Fanuc 0i-MF Fanuc 0i-MF Fanuc 0i-MF Fanuc 0i-MF
3 axis Travel
X axis Travel mm 820 820 1050 1400 
Y axis Travel mm 720 720 900 1100 
Z axis Travel mm 635 635 1000 1000 
Distance from Spindle Center to Table mm 120~840 120~840 120~1020 120~1220
Spindle Nose to the Center of Table mm 154~789 154~789 157~1157 259~1259
Spindle
Spindle Speed rpm DDS 10,000 DDS 10,000 DDS 7,000 DDS 7,000
Spindle Nose BT #40 #40 #50 #50
Spindle Motor(Cont./30min) kw 15 / 18.5 15 / 18.5 22 / 26 22 / 26
Spindle Torque Nm 95.5 95.5 140 140
Motor
X/Y/Z Axial Motor Power kw 3 / 7 / 4 3 / 7 / 4 4 / 6 / 7 4 / 6 / 7
X/Y/Z Axial Motor Torque Nm 12 / 30 / 22 12 / 30 / 22 22 / 38 / 30 22 / 38 / 38
B Axis Motor Power kw 3 3 4 4
B Axis Motor Torque Nm 12 12 22 22
APC Motor Power kw - - - 4
APCMotor Torque Nm - - - 22
Table
Table Size mm 400 x 400 500 x 500 630 x 630 800 x 800
T-Slot Size mm 24 - M16 x P2.0 24 - M16 x P2.0 24 - M16 x P2.0 24 - M16 x P2.0
Max. Table Capacity kg 400 600 1,200 2,000
Rotary Table Min. Scale degree 1° 1° 1° 1°
Max. Workpiece Range mm Ø630 x 600 Ø700 x 700 Ø1000 x 1000 Ø1300 x 1200
APC
Table Size mm 400 x 400 500 x 500 630 x 630 800 x 800
Table Quantity pcs 2 2 2 2
Max. Allowable Workpiece Load kg 400 x 2 600 x 2 1200 x 2 2000 x 2
Change Time sec 11 11 14 14
Motor kw - - - 4
Rapid Travel
Rapid Travel(X/Y/Z) m/min 48 / 48 / 48 48 / 48 / 48 48 / 48 / 48 48 / 48 / 48
Cutting Speed Rate m/min 1-20 1-20 1-20 1-20
Tool Magazine
Tool Change Type - Round-Rail Round-Rail Chain Chain
Tool Capacity set 60 60 60 60
Max. Tool Weight kg 8 8 20 20
Max. Tool Length Distance mm 300 300 450 450
Max. Tool Diameter mm Ø80 / Ø160 Ø80 / Ø160 Ø125 / Ø250 Ø125 / Ø250
Tool Change Time(T-T) sec 4 4 5 5
Others
Compress Air Supply kg/cm² 6~6.5 6~6.5 6~6.5 6~6.5
Machine Size(LxWxH) mm 5370 x 5040 x 3320 5370 x 5040 x 3320 7376 x 5537 x 3736 8063 x 5867 x 3707
Net Weight kg 17,900 18,000 25,000 27,000

Specifications

●   Link Type Chip Conveyor
●   Working Light
●   Tri-color Indicator Lamp
●   Tool Box
●   Leveling Bolts & Blocks

  Measurement System
  (Marposs TS-30)
●   Automatic Workpiece
  Measurement System
  (OPM60)
●   Grease Lubrication
●   Screw Type Chip Conveyor
●   4 way APC distributor

Standard Equipment Optional Equipment

Floor spce


